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HDMI CONNECTOR
HDI-A1M07F-0B19N

Telefon 0 82 21/ 708 - 0 · Telefax 0 82 21/ 708 - 80
All specifications subject to change without notice.

RoHS
COMPLIANT
2002/95/EC
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Current Rating: 0.5A
Voltage Rating: 40V AC
Contact Resistance: 30mΩ max.
Insulation Resistance: 100 MΩ min.
Dielectric Withstanding Voltage: 500V AC
Temperature range: -16°C to +60°C
Operating force: 450 gf ±150
1. Material: 
Housing: High Temperature Thermoplastic, UL 94V-0
Color: Black
Contact: Phosphor Bronze, thickness=0.20 mm
Shield: Brass, Thickness=0.50 mm
Finish: Terminal retention force to be 0.3 kgF min.
Terminal cut-off burr to be 0.05 max.

11.55 x 15.0 x 15.98

Dimensions (Units: mm)

No. 01 - HSG - LCP E130i - Black - 1 pc.
No. 02 - Shell - C2680 1/2H - Ni: 50U’’ min. - 1 pc.
No. 03 - Long-Terminal - C5191R-H - Ni_50U’’; AU: see P/N - 10 pcs.
No. 04 - Short-Terminal - C5191R-H - Ni_50U’’; AU: see P/N - 9 pcs.


