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CUSTOM-DESIGN LCD-PANEL NUMBERING SYSTEM   

YD D F3 028 A A T P
Z: Zebra
P: Pin
H: Heat Seal
F: FFC or FPC

T: TN
H: HTN
Y: STN Yellow
G: STN Grey
B: STN Blue
N: FSTN Negative
F: FSTN Positive 

Connection

LCD Type

Revision No. of Parameters: A- Z

Revision No. of Icons: A- Z

Definition

Function of LCD

DSL

R: Reflective
H: Transflective
T: Transmissive
N: Negative

Serial Number

Segment: Note 1,2
Characters: Number of Lines
Graphic: Columns and Row dots

S: Segment
C: Characters
G: Graphic

Note 1. For segment type, the serial Number is two digit number. For character, the maximum Number is
three digit.

Note 2. The letters indicates the application of the LCD panels:
A. Clock F. Telephone O. COG
B. Calculator G. Remote controller
C. Instruments and meters H. Audio and video 
D. Calender I. Other
E. Game T. TAB

The digit indicates the duty , when the duty is more than 1/9, it indicates 0.

Polarizer Type
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STANDARD MODULE NUMBERING SYSTEM

YM C 161 01 A A A T D C L

C: COB
S: SMT
T: TAB
G: COG
F: COF

Viewing Angle

Revision No. of Module: A-Z

Revision No. of Parameters: A-Z

Revision No. of Icons: A-Z

Product Serial Number

LCD Type

Definition

DSL

N: No Backlight
E: EL Backlight
L: LED Backlight
C: CCFL Backlight

R: 3:00
D: 6:00
L: 9:00
U: 12:00

Segment
Character Module: Characters and Lines
Graphic Module: Columns and Rows

C: Customer Module
S: Standard Module

T: TN
H: HTN
Y: STN Yellow
G: STN Grey
B: STN Blue
N: FSTN Negative
F: FSTN Positive


